CHASE DOORS
INSTALLING WEATHERSTRIPPING AND WINDOW
WITH WINDOW CLEANER AND A SCREWDRIVER

1) PLACE WEATHERSTRIPPING GASKET INTO CUTOUT IN PARL, STARTING AT THE CENTER
AND THE TOP OF THE CUTOUT.

2) CONTINUE INSTALLING THE REMAINDER OF THE WEATHERTRIPPING GASKET.




3) LENGTH OF GASKET MAY NEED TO BE TRIMMED. YOU WIL SEE THIS WHEN THE TWO
GASKET ENDS MEET UP. THE LENGTH MAY BE TRIMMED WITHA LARGE PAIR OF SCISSORS
OR KNIFE. USE CAUTION WHEN TRIMMING.

4) ENDS SHOULD BUTT TOGETHER TIGHTLY, SO WHEN WIND@® IS INSERTED, THERE IS NO
GAP BETWEEN GASKET ENDS.




5) SPRAY GASKET WITH ANY WINDOW CLEANER OR VERY MID GENERAL PURPOSE
CLEANER. THIS WILL PROVIDE LUBRICATION, SO WINDOW @&N EASILY BE INSERTED,
WITHOUT CAUSING ANY DAMAGE.

6) SPRAY ENTIRE LENGTH OF GASKET, INCLUDING GROOVEHAT WINDOW IS INSERTED
INTO.




7) START INSERTING WINDOW INTO GROOVE, NEAR THE TOBF THE CUTOUT, SLIDING IT
DOWNWARD.

8) CONTINUE SLIDING WINDOW DOWNWARD, PUSHING IT IND THE GROOVE AT THE
BOTTOM OF THE CUTOUT.




9) WITH A FLAT BLADE SCREWDRIVER, GENTLY PULL THE EMAINDER OF THE GASKET
OUTWARD AND OVER THE WINDOW EDGE.

10) CONTINUE STEP 9, UNTIL THE ENTIRE WINDOW IS INSRTED INTO THE GROOVE OF THE
GASKET.



11) STARTING AT ONE END OF THE GASKET, FOLD THE EIX3OF THE OUTER LIP INTO AND
UNDER THE EDGE OF THE INNER LIP.

12) IF LUBRICANT HAS DRIED, SPRAY IT AGAIN. THIS SEP IS EASILY DONE, BUT NOT UNLESS
IT IS SLIPPERY. WITH BLADE POSITIONED AS SHOWN, JOSSLIDE AROUND THE GASKET, AND
THE LIPS OF THE GASKET SHOULD SELF INSERT. THIS SHOD REQUIRE SLIGHT PRESSURE. IF
IT SEEMS LIKE TOO MUCH PRESSURE IS REQUIRED, ORIEN'T INSERTING SMOOTHLY, IT
MIGHT NEED MORE LUBRICANT.



13) AFTER ENTIRE GASKET LIP IS INSERTED, IF THERERE ANY IMPERFECTIONS OR UNEVEN
AREAS, YOU MAY TOUCH THEM UP BY WORKING THE SCREWDRER THROUGH SMALL
AREAS OF THE GASKET. SPRAY SOME MORE CLEANER ON TH{REA AND WIPE CLEAN WITH

A SOFT CLOTH OR PAPER TOWEL.



