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SPECIFICATIONS

MODELS 61000, 61001

Saino Premounted Non Labeled Door System

PART 1 – GENERAL

1.01 Work Included – Provide horizontal sliding non labeled door systems where shown on drawings and as specified herein.

1.02 Related Work – Opening preparation, miscellaneous or structural metal work, access panels, finish or field painting, field electrical wiring, wire, conduit, fuses and disconnect switches are in the Scope of Work of other divisions or trades.

PART 2 – PRODUCTS

2.01  Manufacturer – Sliding non labeled doors are to be Model 61000, 61001 as manufactured by Chase Industries, Inc., Cincinnati, OH.

2.02 Door Construction – Doors shall be constructed with 20 gauge steel skins securely bonded to a resin impregnated Kraft honeycomb paper core and 18 gauge interior framing channels.  The doors shall be encased in heavy gauge perimeter channels.  Doors with multiple panels shall have the panels attached together by an interior “H” column, with the joint between the panels covered by a surface applied splice plate.  Doors shall be disassembled in sections for shipment.

2.03  Finish – Doors shall be prime painted with a high quality gray rust resistant paint.

2.04  Hardware – Hardware shall consist of aluminum TEP track, trolleys, driver, one end stop and nylon bottom guide.  The track shall be mounted on a pre-engineered 14 ga. steel mounting section with two 18 ga. seal case sections furnished.  The track and all components within the track shall be pre-assembled at the factory for easy installation.  Seal case sections shall be powder coated carbon steel with all other concealed steel members being powder coated or galvanized steel.  A closed-end sloped stainless steel trackhood and 

perimeter gasketing shall be furnished.  Top, rear and bottom gasketing shall be cloth impregnated neoprene with steel retainers.  Front gasketing shall be polyurethane with an aluminum retainer.  A Hold Closed Device will be furnished for manually operated doors to maintain the seal at the leading edge.  All hardware is to be prime painted with a high quality gray rust resistant paint or polyester powder coated.
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2.05  Options

a.  Self Closing System - Automatically close the door along with a speed closing device to control the closing speed and a hold open device to hold the door in the open position.  The hold open device shall hold the door in the fully open position until someone pulls the leading edge of the door.  The door will automatically close from any position unless the hold open is engaged.  The Hold Closed Device will not be furnished when the Self Closing System is used.

b.  Automation –  the TXP operator is recommended for this system.  Please refer to the operator section for specifications.

c.  Locking – Mortised sliding door locks or hasp and staple are available for manual operated doors.  Various locking arrangements are available from one common system programmed through the control panel.  An electromagnetic lock mounted in the header can be furnished if required for security.  This lock is available only on automatic doors.

d. For situations with limited clearance, please consult factory.

e.  Galvanized – door available upon request.

f.  Stainless Steel – door and limited hardware available upon request, please consult factory

3.01  Installation – Install doors in accordance with Chase Industries instructions and standards.







