SPECIAL DOORS


SECTION 08 38 00






PART 1 - GENERAL

1.1
RELATED DOCUMENTS


A.
Drawing and general provisions of the Contract, including General and 

Supplementary Conditions and Division 1 Specification Sections, apply to this 

Section.

1.2
SUMMARY


A.
This section includes traffic doors and frames

1.3
SUBMITTALS


A.
Product Data:  For each type of door and frame indicated.  Include construction 

details relative to materials, individual components and profiles, finishes and fire

ratings (if required) for access doors and frames.


B.
Shop Drawings:  Show fabrication and installation details of traffic doors and 

frames.  Include plans, elevations, sections, details and attachments to other 

Work.

PART 2 - PRODUCTS

2.1
ACCEPTABLE MANUFACTURERS/PRODUCTS


A.
 Door Manufacturer:  Subject to compliance with requirements, provide

 products of the following:

Chase Doors

2809 SW 13th Street

Redmond, OR  97756

800-543-4455

2.2
PERSONNEL DOORS AND FRAMES


A.
 Model CR1400 Pass Thru Corrosion Resistant Door

1.
Doors shall be constructed of 1/8” thick high density, cross-linked 

polyethylene outer skin with an extruded aluminum powder coated

bottom cap and replaceable bottom wiper gasket.

2.
Door shall be manufactured with an insulated core of high density 

foamed-in-place, non-CFC urethane.
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3.
The panel “R” value = 12.



4.
Door hardware shall include three stainless steel full mortise hinges with

stainless steel ball bearings and a stainless steel, non-rising removable pin.  

4.
Non-ferrous chrome plated lockset with knob.

OR



4.
Door hardware shall include stainless steel passage with stainless




steel levers (available in a mortise lock).








OR

4.
Door hardware shall include stainless steel mortise style lockset for passage or keyed function.

OR



5.
Door Closer with powder coated arm and cover plate



6.
Deadbolt with stainless steel trim bolt and latch



7.
Windows are constructed with 1/4” clear, tempered glass, set in 




stainless steel powder coated frame.  Size to be:






  6” X 36”






10” X 10”






18” X 18”






24” X 24”






24” X 30” and






24” x 36”

B.
Frames:  FRP frame - with adjustable width from 4-1/2” to 10”.


Weather stripping seal and fasteners provided.  

OR


B.
Frames:  304 stainless steel welded frame.
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2.3
FABRICATION


A.
General:  Provide pass thru corrosion door assemblies manufactured as 

integral units ready for installation.


B.
Metal Surfaces:  For metal surfaces exposed to view in the completed Work, 

provide materials with smooth, flat surfaces without blemishes.  Do not use 

materials with exposed pitting, seam marks, roller marks, rolled trade names or 

roughness.

2.4
WARRANTY



A.
Door panel shall be free from breakdown in material due to corrosion for



a period of ten years from the date of the original shipment, and free from

defects in workmanship and material under normal use, for a period of one year from date of original shipment.  Door hardware shall be warranted for a period of one year from the date of original shipment.

PART 3 - EXECUTION


A.
Install special doors complete with necessary hardware and accessories in 



accordance with final shop drawings, manufacturer's instructions and as



specified herein.


B.
All assemblies must be installed plumb, level and properly aligned.


C.
Upon completion of installation, lubricate, test and adjust doors to operate



easily, free from warp, twist or distortion.

· END OF SECTION 08390 –
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