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World's Leading Manufacturer Of Traffic Doors





4” x .060” Thick Material

Model 4601 – This door comes with a 50% overlap and was designed with the Restaurant Industry in mind. Height of door should not exceed 96”. Works well as a personnel door in non-windy areas or for smaller cooler and freezer doors. Available in Standard and USDA approved (low temperature) materials. Not recommended for outside use.

6”x .060 Thick Material

Model 6601 and 6602 – Designed for walk-in coolers and freezers. Model 6601 has 33% overlap, the 6602 is overlapped 67%. Also makes fine personnel door between showroom and warehouse area. Available in Standard, Colorview and USDA approved (low temperature) materials. Model 6601 maximum height – 96”. Model 6602 maximum height-120”

8” x .080” Thick Material

Model 8801, 8802, & 8803 – The most functional door we offer (25%, 50% NS 75% Overlap). Can be used for freezer/cooler openings, partitions, dust barriers, and smaller shipping/receiving openings. Light lift truck traffic is ok. For greater seal, more overlap should be specified. Not recommended for windy/negative pressure conditions. Available in Standard, Colorview, USDA (low temperature), Lock-Rib (Standard and USDA), welding screen and safety orange materials. Maximum heights – 8801 (25% OL) – 96”. 8802 (50% OL) –144. 8803 (75% OL) –192”.


12” x .120” Thick Material

Model 121203 and 121206 – 50% Overlap, 100% Overlap. An industrial barrier 1/8” thick. Designed to be a secondary shipping/receiving door.  Works well in eliminating windy conditions and is an excellent door for sound attenuation. Rated for lift truck traffic of any kind. For maximum strip door life, strips should be rotated semi-annually and lift truck boom should be equipped with Indoor/Outdoor carpeting as protection against strip damage. Available in Standard, Colorview, USDA (low temperature) Loc-Rib (Standard and USDA) and safety orange materials.

16” x .160” Thick Material

Model 161604 and 161608 – 50% and 100% Overlap. Designed for use as a heavy-duty secondary door for large openings. Excellent sound, chip, and dust barrier. However, makes personnel movement rather uncomfortable. Rated for heavy lift truck traffic or crane openings. Can drastically reduce negative pressure problems. Available in Standard and USDA (low temperature) and Loc-Rib (Standard and USDA) materials.

Econo Max Strip Doors


Usage and Specification Sheet





Strip Doors are mounted a variety of ways.  The two most common ways are FW (Flat-Wall) and IJ 


(In-Jamb or Under Lintel Mount).  Thanks to Chase’s aluminum mounting bar design, you have excellent flexibility in you mounting alternatives.
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